Potato Gun Rules
(May Change at Any Time)

PVC Construction

1.Only Pneumatics (air only) with fresh PVC – A zero will be accorded to violations of this rule.
2. Maximum 100 PSIG – a Zero will be accorded to violations of this rule.
3. Construction is fresh PVC 
4. Max diameter of barrel for potato is 2 inches

5. Valves should be sprinkler valves or ball valves.

6. The gun needs to be a single shot device.

7. Testing requires parent Supervision. – A zero will be accorded to any violations of this rule.

Rubric

1. For Guinness Record it is more than 8 shots in 3 minutes

2. For grading: safety 30%, accuracy (30%), Follow specs (40%)

Metal Construction

1.Pneumatics or hair spray can be used as propulsion

2. Maximum 100-200 PSIG

3. Construction is Copper or steel 

4. Max diameter of barrel for potato is 2 inches

5. Valves should be sprinkler valves or ball valves.

6. The gun needs to be a single shot and manual reload device.

7. A parent MUST Be PRESENT in construction and testing at all times. – A zero will be accorded to violations of this rule.

Report

Includes:

1. Brief History of potato guns

2. Pictures of all parts/ specs and construction materials

3. A step by step of the construction

4. A step by step on testing

5. A full procedure on the best and quickest way to reload and fire.

